Industrial Implementation of an Advanced Progressive Damage Model of Laminated Composite Material: a SAMCEF Application for Model Parameter Adjustment through Coupon Test Analysis by Delsemme, Jean-Pierre et al.
IV ECCOMAS Thematic Conference on the Mechanical Response of Composites 
Composites 2013 
A. Suleman, P. Camanho, et al. (Editors) 
© IDMEC 2013 
Industrial Implementation of an Advanced Progressive Damage Model of 
Laminated Composite Material: a SAMCEF Application for Model 
Parameter Adjustment through Coupon Test Analysis 
Jean-Pierre Delsemme*,1, Michael Bruyneel*, Philippe Jetteur* 









To analyze laminated composite material, classical lamination theory has been implemented in 
several FE codes and is nowadays broadly used to simulate elastic behavior. To push the limit of this 
assumption, the non-linear stress-strain relation must be taken into account. Some basic models based 
on Hashin theory have been tested in explicit codes but this type of approach is not allowed in 
implicit code since no derivative is available. For several years, LMT Cachan has been working on a 
set of progressive damage material models [1-5, 10-11] to simulate inter and intra-laminar 
degradation. More recently, those models have been implemented in the industrial FE code SAMCEF 
[6-9]. Instead of basic user subroutine approach, the full integration gives a better performance and 
makes possible an in-depth implementation of “non-local approach” that requires additional degrees 
of freedom. 
In principle, the unidirectional ply degradation material model is based on a strain energy potential 

















































































Derivatives of this potential with respect to damage variables give thermodynamic forces Y11, Y22 and 
Y12. The essence of the model is then to characterize the variation of d as a function of Y. 
 
Figure 1: Example of evolution of damage variables as a function of thermodynamic forces 
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On top of degradation, permanent deformation can also be taken into account. The additional 
equation (2) is introduced to model plasticity in the matrix (transverse and shear directions). This 
equation makes use of four new parameters R0, β, γ and a. 
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In this paper we will show how to fit those functions and their parameters based on coupon test 
results as described in [1]. To characterize elastic properties and maximum stress in fiber and 
transverse directions, a 0°/90° coupon test must be used. To characterize shear behavior including 
plasticity, a +45°/-45° coupon must be used in traction and cyclic loading-unloading. Finally, to 
characterize coupling between d12 and d22, a coupon with +67.5°/-67.5° plies is used. 
Using the identified parameters, other basic test will be simulated. Comparisons with experimental 
results will be discussed for 4 points bending and open hole tests. 
 
References 
[1] Ladeveze P., and Le Dantec S. Damage modeling of the elementary ply for laminated 
composites, Composites Science and Technology, 43, 1992. 
[2] Ladevèze P. and Lubineau G. On a damage mesomodel for laminates : micro-meso 
relationships, possibilities and limits. Composites Science and Technology, 61, 2149–2158, 
2001. 
[3] Allix O. and Ladevèze P. Interlaminar interface modelling for the prediction of laminate 
delamination, Composite Structures, 22, 235-242, 1992. 
[4] Allix O., Lévêque D. and Perret L. Interlaminar interface model identification and forecast of 
delamination in composite laminates. Comp. Sci. Techn. 56, 671-678, 1998. 
[5] Ladevèze, P. et al. A Computational Method for damage Intensity Prediction in a Laminated 
Composite Structure, Computational mechanics—New Trends and Applications In: Idelsohn, 
S., Oñate E., and Dvorkin E., (eds.) CIMNE, Barcelona, Spain, 1998. 
[6] Brauner C., Delsemme J.P. Jetteur Ph., Bruyneel M., and Kuhlmann G. Non linear failure 
analysis of a reinforced composite curved beam with delamination and ply degradation, 
NAFEMS World Congress, 16-19 June 2009, Crete, Greece.  
[7] Bruyneel M., Delsemme J.P., Jetteur P. and Remouchamps SAMCEF for composites : 
advanced numerical methods for analysis and optimisation, NAFEMS Seminar "Simulating 
Composite Materials and Structures, 2nd–3rd  February 2010, Esbjerg, Denmark.  
[8] Bruyneel M., Delsemme J.P., Jetteur Ph. and Mertens T. Recent results in damage modelling of 
composites, NAFEMS World Congress, May 23-26, 2011, Boston, USA. 
[9] Bruyneel M., Delsemme J.P., Jetteur P., Germain F. Modeling inter-laminar failure in 
composite structures: illustration on an industrial case study, Applied Composite Materials, 
16(3), 149-162, 2009. 
[10] Abisset E. Un mésomodèle d’endommagement des composites stratifiés pour le virtual testing: 
identification et validation, PhD Thesis, ENS Cachan, France, 2012. 
[11] Lubineau G. and Ladeveze P. Construction of a micromechanics-based intralaminar model and 
illustrations in Abaqus standard, Computational Materials Science, 43(1), 137-145, 2008. 
